
LIFO Belt Buffer 
GENIUS BLC

Automatic PCBs vertical belt buffer for peek absorpt ion

User friendly LCD display for functions & alarms
Loader/Unloader/Pass-through in LIFO mode
Conveyors width adjustment by hand cranck
Large capacity up to 60 PCBs
Tower light display for machine status
Easy operation & maintenance
Lean & compact design
Smema interface
CE certified

ORDER CODE: 3 - BLC

CONVEYOR
 PCB transport belt

 Number of sections
 Conveying height

 Conveyor speed
 Conveyor width setting

 Cycle time
 Flow direction

Antistatic flat belt 
1
950 ± 25 mm SMEMA
21÷28 m/min fixed 
Variable width, 
hand cranck adjust 
< 15 sec
Left to right 

PCB HANDLING
Buffer capacity

PCB length
PCB width

PCB thickness
Comp. height upper side
Comp. height lower side

PCB edge support

Max 60 PCB (pitch: 10 mm)
100 ÷ 410 mm
60 ÷ 360 mm
0,6 ÷ 2,6 mm
40 mm
20 mm
3 mm

GENERAL FEATURES
Main structure

RAL colour
 Base length per section

 Height
 Length

 Max number of sections
 Weight (approximated)

Width

Preanodized aluminium profile 
7035
600 mm
1700  mm (2000 to the lamp)
600 mm
1
100 Kg
1000 mm

TECH SPEC
 Air pressure

 Drives
 Function control
 Module interface

 User interface

 Voltage

- 
DC 
PLC 
SMEMA 
LCD display control panel 
and push buttons
230 V   50Hz  3ph +N+G

OPTIONS
Alarm

Clearance over/under PCB
Different RAL colour
Different base length

Conveying height
Conveyor width setting

Different belt width
AC motors drives for conv.

Different flow direction
Module interface

Buzzer for  full stock
Customized on demand
Yes
-
Customized on demand
Automatic
-
Yes
Yes
Customized on demand

E-3-BLC-A

G
E

N
IU

S
 L

IN
E

www.e-cube .inf o

LOADER - UNLOADER T RAFF IC CONT ROLLER BUFFERCONVEYOR


