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GENIUS BRB25

More info at: www.e-cube.info

MODULE DIMENSIONS 
Height 1800 mm 

(transport height: 950 mm)
Length 560 mm
Width 1150 mm

Weight  210 Kg

PCBs DIMENSIONS 
Length 80 ÷ 500 mm
Width 50 ÷ 410 mm

Thickness 0,8 ÷ 2,6 mm
Pitch (slot distance) 25 mm

Pitch selectable 25 ÷ 50 mm
Transport edge clearance 3 mm

PCB HANDLING 
Transport system Antistatic belt
Transport height 845 ÷ 970 mm

Transport direction Left to right 
(riverse flow as option)

Width adjustment Manual (automatic as option)
Buffer capacity 25 PCBs

Cycle time 6” ÷ 20” depending on type 
(LIFO/FIFO, miscell.)

ELECTRICITY/AIR 
Air pressure 0,6 MPa

Drives Inverter, brushless, 
AC drive unit, encoder

Function control PLC Siemens - Omron
Module interface SMEMA enhanced 

(other types as option)
User interface Text display, push-buttons, 

indicator
Voltage 230V 1-Phase, 50Hz

Max power 350-350 W depending on drives

GENERAL FEATURES
Colour RAL 7035
Panels Light preanodized aluminium 

sheets and transparent sheets
Main structure Extruded aluminium profile

OPTIONS 
Alarm Buzzer 

Clearance over/under PCB Customized on demand
Different RAL colour Yes

Conveying height Yes
Conveyor width setting Automatically adjustable 

or manually by handwheel
High temperature belts Yes

AC motors drives -
Different flow direction Yes

Module interface Yes

PCBs storage with buffer function, Pass-Through.

Transport belt in each slot with full PCB edge support
Capacity: up to 25 PCBs
FIFO/LIFO/Pass-Through logic
High speed process

ORDER CODE: 3-BRB25
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Fast Buffer
GENIUS BRB50

More info at: www.e-cube.info

MODULE DIMENSIONS 
Height 1800 mm 

(transport height: 950 mm)
Length 1120 mm
Width 1150 mm

Weight  390 Kg

PCBs DIMENSIONS 
Length 80 ÷ 500 mm
Width 50 ÷ 410 mm

Thickness 0,8 ÷ 2,6 mm
Pitch (slot distance) 25 mm

Pitch selectable 25 ÷ 50 mm
Transport edge clearance 3 mm

PCB HANDLING 
Transport system Antistatic belt
Transport height 845 ÷ 970 mm

Transport direction Left to right 
(riverse flow as option)

Width adjustment Manual (automatic as option)
Buffer capacity 50 PCBs

Cycle time 6” ÷ 20” depending on type 
(LIFO/FIFO, miscell.)

ELECTRICITY/AIR 
Air pressure 0,6 MPa

Drives Inverter, brushless, 
AC drive unit, encoder

Function control PLC Siemens - Omron
Module interface SMEMA enhanced 

(other types as option)
User interface Text display, push-buttons, 

indicator
Voltage 230V 1-Phase, 50Hz

Max power 350-350 W depending on drives

GENERAL FEATURES
Colour RAL 7035
Panels Light preanodized aluminium 

sheets and transparent sheets
Main structure Extruded aluminium profile

OPTIONS 
Alarm Buzzer 

Clearance over/under PCB Customized on demand
Different RAL colour Yes

Conveying height Yes
Conveyor width setting Automatically adjustable 

or manually by handwheel
High temperature belts Yes

AC motors drives -
Different flow direction Yes

Module interface Yes

PCBs storage with buffer function, Pass-Through

Transport belt in each slot with full PCB edge support
Capacity: up to 50 PCBs
FIFO/LIFO/Pass-Through logic
High speed process

ORDER CODE: 3-BRB50
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