
Single Magazine Unloader
GENIUS SSR

Automatic unloading of PCB in a single magazine

User friendly LCD display for functions & alarms
Programmable pitch control
Conveyors width adjustment by easy sliding
Electrical pusher for automatic PCBs insertion
Static –dissipative flat belt
Compatible with type of machine
Tower light display for machine status
Easy operation & maintenance
Lean & compact design
Smema interface
CE certified

ORDER CODE: 3 - SSR

CONVEYOR
 PCB transport belt

 Number of sections
 Conveying height

 Conveyor speed
 Conveyor width setting

 
Cycle time

Exchange rack time
 Flow direction

Antistatic flat belt 
1
950 ± 25 mm SMEMA
11,2÷16,7 m/min fixed 
Variable width, 
manually adjust 
< 10 sec
-
Left to right 

RACK HANDLING
Buffer capacity

Magazine pitch distance
Magazine size
Magazine type

1 magazine
10÷ 90 mm
Max 480x460x580 mm(LxWxH)
On customer demand

PCB HANDLING
Buffer capacity

PCB length
PCB width

PCB thickness
Comp. height upper side
Comp. height lower side

PCB edge support

Max 60 PCB (pitch: 10 mm)
100 ÷ 410 mm
60 ÷ 360 mm
0,6 ÷ 2,6 mm
40 mm
20 mm
3 mm

GENERAL FEATURES
Main structure

RAL colour
 Base length per section

 Height
 Length

 Max number of sections
 Weight (approximated)

Width

Preanodized aluminium profile
7035
600 mm
1700  mm (2000 to the lamp)
1455 mm 
1
200 Kg
850 mm

TECH SPEC
  Air pressure

 Drives
 Function control
 Module interface

 User interface

 Voltage

- 
DC 
PLC 
SMEMA 
LCD display control panel 
and push buttons
400 V   50Hz  3ph +N+G

OPTIONS
  Alarm

Clearance over/under PCB
Different RAL colour
Different base length

Conveying height
Conveyor width setting

Different belt width
AC motors drives for conv.

Different flow direction
Module interface

Magazine buffer capacity
Rulers for conv. width setting

Buzzer for  full stock
Customized on demand
Yes
-
Customized on demand
Automatic
Yes
Yes
Yes
Customized on demand
-
Yes
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